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Great Victoria Street, Belfast, County Antrim, Northern Ireland BT2 7HR

Stage Door: 02890 240411   Website: www.goh.co.uk
Operations Director: Adam Knight - aknight@goh.co.uk
Technical Administrator: Helen Leathem - hleathem@goh.co.uk

TECHNICAL SPECIFICATIONS

Proscenium



Height

 


10.07m (33ft)
Stage level to Pelmet


At lowest point 



6.36m (20.8ft)
At highest point 



7.35m (24.1ft)

Safety Curtain

Width




From centre line to Stage Left 

9.450m (31.00ft)
From centre line to Stage Right 

9.450m (31.00ft)

Wing Widths



Stage Left 



3.430m (11.2ft)
Stage Right 



3.430m (11.2ft)

Depth




Rear of Proscenium to back wall 

14.110m (46.2ft)
Forestage and orchestra lift 

4.040.m (13.2ft)

Height




To underside of grid


18.72m (61.4ft)
To under fly floor



7.75m (25.4ft)

Scenery flying height


9.0m (29.5ft)

Stage Floor



Flat stage extended to rear
Get-In




Two areas, both on O.P. 


(Glengall Street)
New Dock Doors (street level)

Height




6.14m (20.1ft)

Width




4.68m (15.3ft)
Secondary Dock Doors (street level)
Height




5.490m (18ft)

Width

 


2.450m (8ft)
Stage Pocket

Height 




9.275m (30.4ft)

Width 




13.0m (42.6ft)

Length 




7.0m (22.9ft)
Prompt Corner



P.S.

Storage




Stage Left 



35.3m2
Stage Right 



35.3m2

Flying System



50x sets of double purchase counterweights at 0.200m (0.6ft) centres
Last line 




11.430m (37.5ft) from tabs
Bar capacity 



380kg (836lbs)
Counterweight bars


14.63m (47.9ft)





(except for first four sets which are 12.819m (42.ft) wide)

ELECTRICAL SPECIFICATIONS

Control




ETC EOS 4K Console with desk remote
Dimmers



ETC sensors (100 x 2.5K + 44 x 5K)
FOH LX Positions *
Bridge




14x Robert Juliat 2k Profiles
Lower Slips 



Positions rigged to your requirements. 5 circuits per side
Circle Front LX Bar


No pre-wired dimmers but circuits can be run to bar






Maximum safe working load 120kgs

Miscellaneous
Booms




6x Doughty Boom Bases

Various scaffold lengths (confirm with resident technicians)
* Please note we have no FOH advance positions with exception of above

Lamp Stock



40x 1.2k Cantata Fresnel
30x Source 4 Profile (16 x 36o, + spare lens tubes; 4 x 19 o & 12 x 26 o)

4x Coda 3 Battens (500W)

6x Thomas 4 cell 1K

8x 2.5k Selecon Fresnels

40x Par Can (CP61 or CP62)

1x Hazer (Unique)

SOUND SPECIFICATIONS

Primary Sound Equipment

Control




1x Allen & Heath GL2400 16 channel sound desk

Mini-disk Player



1x Tascam MD-02B Mini Disk Player
CD Player



1x Denon Pro CD DN-C635 CD Player






(The above units are professional units with large, easy fire buttons)

Speakers




6x Logic Systems LM14 Pro Loudspeakers






2x Logic Systems B1 Bass Bins Pro Loudspeakers






4x Flying Yokes c/w Half Coupler






2x Logic Systems XP180 Powered Bass Speakers
Amplifiers



3x Crown XLS2500 Amplifiers

Radio Microphones


4x Trantec S5.3 Series Radio Microphones c/w Flight Case, Aerial Distribution





2x S5,3 HDX Handheld Radio Mics






2x S5.3 LTX Beltpack Radio Mics






2x HM 22 Headworn Hi-Q Mics (Flesh)






(This radio system is Racked ‘n’ Ready, Plug & Go)

Graphic Equalizer



2x BSS Opal Graphic Equalizer





(1x graphic system for main PA, 1x graphic for delay / monitor system)

Miscellaneous



2x Audio Technica U857Q Mics






2x Audio Technica Lectern Mics






2x Crown PCC 160 Plate Microphones

6x K&M Telescopic Microphone Stands

1x Amplifier Flightcase c/w Power Distribution






1x FOH Flightcase for Graphics, CD & MD Players

Delay System



1x Logica DP2160 Loudspeaker Management System

Cables




4x 25m Speakon – Speakon Loudspeaker Cables






2x 10m Speakon – Speakon Loudspeaker Cables

Secondary Sound Equipment (Only available to supplement primary kit)
4 x JBL 4825

2 x Community wedges CSX 38-S2

2 x Carver PM 1400 amps

1 x Yamaha 990 Processor

1 x Sony Mini Disc player

1 x Sony CD Player

1 x TEAC cassette player

2 x Shure SM 58 mics (please check first)
4 x Sennheiser boom stands

Multi run from stage to operating position in back of stalls.

AUXILLARY POWER ON STAGE
Stage right



400 amps 3 phase with cam locks/power locks

63 cee form - 3 phase

32 amp cee form - 3 phase

Stage Left



63 amp cee form outlet - single phase

32 amp cee form outlet - 3 phase.

MISCELLANEOUS TECHNICAL KIT
1 x Cyclorama
1 x Mirror Balls 500mm
6 x 18 way 15 amp IWB
ORCHESTRA
Accommodation for 55 x players

40 x Orchestral Music Stands & 1 x Conductor Stand
Orchestra Pit Lift
ARTIST ACCOMODATION

Dressing Rooms
Level 1 (First Floor)
Room 9 





15x artists + 2x showers

Room 10 




15x artists + 2x showers

Room 11 




15x artists + 2x showers

Room 12 




15x artists + 2x showers

Conductor’s room 



1x artist + 1 shower

Band room




L-shaped band room which can be separated into 2 smaller rooms *

* 
Level 2 (Second Floor)
Room 1





Principal dressing room + 1 shower

Room 2





Principal dressing room + 1 shower

Room 3





4x artists + fully accessible shower

Room 4 





4x artists + fully accessible shower

Room 5 





7x artists + 2 showers

Room 6 





7x artists + 2 showers

Room 7 *




7x artists + 2 showers

Room 8 





14x artists + 3 showers
Company Manager's Office 


O.P. on 1st Floor

Green Room




O.P. on 2nd Floor
* Please check availability with Grand Opera House in advance as may be allocated to Baby Grand production

Other Useful Information

All floors are fully accessible via lift access from Stage Door

The theatre has free to access Wi-fi courtesy of BT Openzone
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